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Peli Lights - StealthLite Recoil 2410 series
Compact and powerful torches for use in locations with extreme temperatures and thick smoke

Yellow

StealthLite™ Recoil LED 2410

Same features as the StealthLite 2400 but 

with the Recoil LED module that produces a 

true, bright collimated LED beam. The 2410 

StealthLite Recoil LED is corrosion proof, 

resistant to extreme temperatures, and 

submersible. It is powered by 4 AA alkaline 

cells (included). For hands-free operation, 

attach it to your hard hat with our optional 

helmet light holder. 

StealthLite™ 2410 Zone 1

Same features as the StealthLite 2400 but 

with the Recoil LED module that produces 

a true, bright collimated LED beam. The 

StealthLite 2410 Recoil LED Zone 1 is cor-

rosion proof, resistant to extreme tempe-

ratures, and submersible. It is powered by 

4 AA alkaline cells (included) and certified 

to ATEX Zone 1 (Category 2). For hands-free 

operation, attach it to your hard hat with 

our optional helmet light holder. Gray

Black
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About Lotek Safety
More than 25 years of experience 

make Lotek A/S one of the leading 

suppliers of products and solutions 

in the fields of fire protection, safety 

and rescue. Lotek A/S is a well-estab-

lished company whose experience 

and quality product agencies are key 

components in ensuring our customers 

products and solutions of the opti-

mum quality at the best price.

DBI certification number 232.398.

Peli Lights - StealthLite Recoil 2410 series

StealthLite™ 2410 Recoil LED™ Approvals

	 Class l, Div. 2, Gp. ABCD T4A; Class ll, Div. 2 Gp. FG

StealthLite™ 2410 Recoil LED™ Accessories

StealthLite™ 2410 Recoil LED™ Zone 1 Approvals

	 II 2 G Ex ib IIB T4

	 Certificate: SNCH 07ATEX4083

StealthLite™ 2410 Recoil LED™ Zone 1 Accessories

No accessories are currently available for this product
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Technical Specifications
Light Source			   Tested Lumen Value		  Tested Lux Value	 Lens

Recoil LED			   84,0				    4.300			   Polycarbonate Resin	

Batteries			   Battery Burn Time	 Battery Pack/Charging Time	 Switch Type

4 AA Alkaline (included)	 32 hrs.			   N/A				    One-handed safety 	

											           switch operation

Watts				    Voltage	 Weight w/Batteries		  Weight w/o Batteries

1				    5		  0,21 kg (7,3 oz.)		  0,1 kg (3,7 oz .)

Length				   Body				    Shroud			  O-Ring		

17,8 cm (7”)			   ABS Resin (2410)		  K-resin	(2410)		  Ethylene Propylene

				    Anti-static ABS (2410Z1)	 ABS (2410Z1)

Clip				    Contact, Spring & Retainer			   Night Vision Film

N/A				    Stainless Steel and Phosphone Bronze		  N/A

Cat. #			   Description
700			   Helmet Light Holder

750			   Helmet Light holder

760			   Helmet Light Holder

770			   Universal Helmet Light Holder


