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Peli Lights - MityLite 1900 series
Compact and powerful torches for use in harzardous locations
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MityLite™ 1900

Unlike other torches in the market that have 

a yellowish beam, the MityLite 1900 uses 

a hi-intensity Xenon lamp that produces a 

powerful, bright beam. Use this compact 

torch to cut through thick smoke, fog, and 

dust. It is submersible to 150 meters and 

comes with a twist on/off lens shroud. The 

1900 is ideal for any situation. Powered by 

2 AAA alkaline cells.

MityLite™ 1900 Zone 1

The Peli MityLite 1900Z1 is a powerful, 

compact torch that’s ATEX certified safe 

for use in hazardous Zone 1 (Category 2) 

locations. This torch is perfect for profes-

sionals who work in areas with high risk 

of explosion such as chemical, pharmaceu-

tical, power, oil and gas, and fire rescue. 

It’s powered by 2 AAA alkaline cells and 

submersible to 150 meters.
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About Lotek Safety
More than 25 years of experience 

make Lotek A/S one of the leading 

suppliers of products and solutions 

in the fields of fire protection, safety 

and rescue. Lotek A/S is a well-estab-

lished company whose experience 

and quality product agencies are key 

components in ensuring our customers 

products and solutions of the opti-

mum quality at the best price.

DBI certification number 232.398.

MityLite™ 1900 Approvals

	 Class l; Div. 2; Gp ABCD, T3C; Class ll; Div. 2; Gp G.

 	 Listed 4S67/E184884 Class I, Div. 2 Gps.C,D, T3C.

 	 Ex ib e IIC T4 IP67 IEC Ex TSA 06.0021X

MityLite™ 1900 Accessories

MityLite™ 1900 Zone 1 Approvals

	 ll 2G EEx ia e llB T5

	 Certificate: SCNH 03 ATEX 3495

MityLite™ 1900 Zone 1 Accessories

Peli Lights - MityLite 1900 series

Technical Specifications
Light Source			   Tested Lumen Value			   Tested Lux Value

Xenon					     7,0					     1.200				  

Batteries			   Battery Burn Time			   Battery Pack/Charging Time

2 AAA Alkaline (included)		  2 hrs.					     N/A

Watts				    Voltage

1.1				    3

Length				   Weight w/Batteries			   Weight w/o Batteries

10.4 cm (4.09”)		  0,05 kg (1,6 oz.)			   0,02 kg (0,75 oz .)		

Cat. #			   Description
1904Z1			  MityLite™ 1900 Zone 1 Lamp Module
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Cat. #			   Description
1904			   MityLite™ 1900 Lamp Module


