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Peli Lights - L4 LED 1830 Series
Handy and bright LED light

Gray

Black

L4 lED 1830

The L4 1830 is a handy, unbelievable bright 

LED light that’s powered by 3 AAAA alka-

line cells (included). The light weight, slim 

profile design fits neatly in your pocket and 

comfortably in your hand. A push button 

tail switch provides quick on/off or mo-

mentary activation. The clip is virtually 

ubreakable because it is moulded to the 

Xenoy body as one unit. And because it 

is moulded out of polycarbonate resin, it 

won’t cause sparks and is safe to use in 

electrical environments. 

L4 LED 1830 Zone 0

The Peli MityLite 1900Z1 is a powerful, 

compact torch that’s ATEX certified safe 

for use in hazardous Zone 1 (Category 2) 

locations. This torch is perfect for profes-

sionals who work in areas with high risk 

of explosion such as chemical, pharmaceu-

tical, power, oil and gas, and fire rescue. 

It’s powered by 3 AAAA alkaline cells and 

submersible to 150 meters.
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About Lotek Safety
More than 25 years of experience 

make Lotek A/S one of the leading 

suppliers of products and solutions 

in the fields of fire protection, safety 

and rescue. Lotek A/S is a well-estab-

lished company whose experience 

and quality product agencies are key 

components in ensuring our customers 

products and solutions of the opti-

mum quality at the best price.

DBI certification number 232.398.

Peli Lights - L4 LED 1830 Series

L4 LED 1830 Approvals

	Class I, Div. 1 Gp. CD T4A / Class I, Div. 2 Gp. ABCD T4A

 	

L4 LED 1830 Zone 0 Approvals

	 II 1G EEx ia IIB T4

	 Certificate: NEMKO 06ATEX1057

Accessories

No accessories are currently available for this product
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Technical Specifications
Light Source			   Tested Lumen Value		  Tested Lux Value		  Lens

LED					     8,0				    600			   N/A		

Batteries			   Battery Burn Time	 Battery Pack/Charging Time	 Switch Type

3 AAAA Alkaline (included)		  50 hrs.			  N/A			   Push button On/Off

											           tail switch

Watts				    Voltage	 Weight w/Batteries		  Weight w/o Batteries

0,7				    4,5		  0,03 kg (1,2 oz.)		  0,02 kg (0,56 oz .)

Length				   Body			   Shroud			  O-Ring		

15,7 cm (6.2”)			   Xenoy Polymer Resin	 Xenoy Polymer Resin	 Polymer

Clip				    Contact, Spring & Retainer			   Night Vision Film

Molded-In			   Aluminum					     N/A


