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Progress Fire Hose
Supreme heavy duty fire hose

Approvals:

• BS 6391 : 1983 Type III

• prEN 1924 class 4 

• M.E.D. 96/98/ EC

• See-Berufsgenossenschaft (S.B.G.)

• Lloyd’s Register Of Shipping

• Institue of Industrial Technology (TNO)

Applications:

• municicipal fire brigades

• industrial fire brigades

• ships and offshore

• refineries

• construction sites

• general industrial use

PROGRESS
Rubber covered fire hose

The No.1 
for firefighters 

worldwide !

APPLICATIONS

• refineries
• chemical industry
• military 
• fire brigades
• marine and offshore installations
• fire hose for usage under tough

conditions

FEATURES

• tough, durable and very abrasion resistant
• resistance to oil, fuel and a wide range of

chemicals (see resistance table in technical
appendix)

• resistance to heat, UV and ozone
• very low friction loss and low elongation
• excellent adhesion between rubber and textile
• no cleaning and drying required
• easy to repair 

Progress Fire Hose
Diameter Weight  Burst pressure  Operating pressure  Test pressure

  (mm)    (g/m)             (bar/psi)         (bar/psi)            (bar/psi)

      3/4”    160       75/1.100           25/360        50/720  

        1”     180       75/1.100           25/360        50/720

     1 1/2”    270       75/1.100           25/360        50/720

     1 3/5”    290       75/1.100           25/360        50/720

     1 2/3”            320       75/1.100           25/360        50/720

     1 3/4”    340        75/1.100           25/360        50/720

        2”     390       75/1.100           25/360        50/720

     2 1/6”    410       75/1.100           25/360        50/720

     2 1/2”    470       75/1.100           25/360        50/720

     2 3/4”    600       75/1.100           25/360        50/720

       3”     650       75/1.100           25/360        50/720
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